





























CATALOGUE OF 

TRITON HOUSES 

,TO LOCK UP STAGE 

Pages 2 to 14 

TRITON FARM HOUSE, TYPE 1080 AND HOUSE TYPE 1021 

COMPLETE, READY TO LIVE IN 

Pages 15 to 23 

TRIBILT "FINELINE" WINDOWS 

Pages 25 to 29 

THERE ARE OVER 3,000 TRITON HOUSES THROUGHOUT VICTORIA 
AND SOUTHERN NEW SOUTH WALES 



ALL PREVIOUS LISTS AND CATALOGS CANCELLED. 

TRIBILT pty. ltd. 

Melbourne Office: 119-123 NOTT STREET, PORT MELBOURNE. 
TELEPHONE: MJ 1131 (5 lines). 

Telegraphic Address: "Tribilt/' Melbourne. 

All Communications to “The Manager, Port Melbourne Office. 

bankers 

THE NATIONAL BANK OF AUSTRALASIA LTD. 

Bay Street, Port Melbourne. 









MATERIALS SUPPLIED AND HOUSES SITE-BUILT TO LOCK UP STAGE ANYWHERE IN VICTORIA AND SOUTHERN N.S.W. 




TY £ £ 6 <r 42 f £89S p,us carta S e ^ materials. Unlined and unfitted. 
Deposit £235 plus cartage and 48 monthly payments of £16/0/5. 

Internal wall lining Timbrock Hard board, ceilings Ivory Caneite £83/13/3 
extra (unfixed) at store. 
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MATERIALS SUPPLIED AND HOUSES SITE-BUILT TO LOCK UP STAGE ANYWHERE IN VICTORIA AND SOUTHERN N.S.W. 








□ 


-.J 




IWM 

Inrrnfffl 

pit 

pri 

irw 

ifim 

1 fttl 

rnm 

iilif 

lii'lliif 

ET 




TYPE 642G. £895 plus cartage of materials. Unlined and unfitted. 
Deposit £235 plus cartage and 48 monthly payments of £16/0/5. 

Internal wall lining Timbrock Hard board, ceilings Ivory Caneite £83/13/3 
extra (unfixed) at store. 
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MATERIALS SUPPLIED AND HOUSES SITE-BUILT TO LOCK UP STAGE ANYWHERE IN VICTORIA AND SOUTHERN N.S.W. 




LIVINC/ 
KOOM.. 

15 ’ 2 ” 14 ' 8 ". 


TYPE 810S. £1,050 plus cartage of materials. Unlined and unfitted. 

Deposit £390 plus cartage and 48 monthly payments of £16/0/5. 

Internal wall lining Timbrock Hard board, ceilings Ivory Caneite 
£102/15/11 extra (unfixed) at store. 


COPYRIGHT 
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MATERIALS SUPPLIED AND HOUSES SITE-BUILT TO LOCK UP STAGE ANYWHERE IN VICTORIA AND SOUTHERN N.S.W 



TYPE 81 OG. £1,050 plus cartage of materials. Unlined and unfitted. 
Deposit £390 plus cartage and 48 monthly payments of £16/0/5. 
Internal wall lining Timbrock Hard board, ceilings Ivory Caneite 
£102/15/11 extra (unfixed) at store. 
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MATERIALS SUPPLIED AND HOUSES SITE-BUILT TO LOCK UP STAGE ANYWHERE IN VICTORIA AND SOUTHERN N.S.W. 



J=3e 


COPYRIGHT 


=3 KITCHEN. 
BATH U’lVlO'G". 


6 * 2 " 


LIVING Rtf 

15* X 13'1". 


BEDROOM. 
15 'x 1T6". 


poftcH; 


TYPE 622. £875 plus cartage of materials. Unlined and unfitted. 
Deposit £245 plus cartage and 48 monthly payments of £15/5/10. 
Internal wall lining Timbrock Hard board, ceilings Ivory Caneite £75/11/4 
extra (unfixed) at store. 
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Outline Specifications for House Shells to Lock-up Stage 

(To Uniform Building Regulations) 


Stumps.. 4" x 4" Red Gum 

Sole Plates..12" x 6" x li" Red Gum 

Ant Caps, Galvanised Iron. 

Note: Undulating ground may require extra stumps, and any 
really excess quantity will be the subject of an extra charge. 


. . 4" 

x 3" Hardwood 

. . 4" 

x 2" 


x 2" 

li" & 4" 

x 2" 


x li" 

5, 6" x li 

" for 6' openings, 

4" 

x li" 

... 4" 

x li" 

x li", with 8" x 2" beams 


Nogging. 

Trimmers, 4" x 2" for 3' openinc 
8 x 1 i" for 9' openings. 

Ceiling Joists, 1 ' centres 

Rafters (Gable), 3' centres 


. ™ • ’ ' ,, J-X mcs / x i , with x L beams 

9 feet C,uire U.B.R. Skillion roofs have level ceiling at 

^ Skillion 10 ft. front, 9 ft. rear 
U ype 810, 8 6" at rear) . 

Borge Boards. h y. K D Hardwood 

Han9ers . . 8" x li" 

Ridges, Hips and Valleys. 8" x li" „ 


Plinth, 1 row. 6" x 1" „ 

Fascia. 1 L" K.D. „ 

Barge Boards. K.D. „ 

Cover Straps — Asbestos Cement. 

Flooring.T. & G. K.D. Hardwood 

Windows.—Tribilt "Fineline" double hung windows fitted with 

"Unique" spiral sash balances, glazed, fixed in position as 
shown on plans, and fitted with Sash Lifts and Locks. 

Flashing, Galvanised Iron. 

Entrance door, waterproof plywood with glazed window port, 
together with night latch and handle. 

Back door, waterproof plywood, with mortice lock. 

Roofing, Corrugated Galvanised Iron. 

Tiled Roofs available (Metropolitan Area only). 

Valley Board Covering, Galvanised Iron. 

Internal Wall framing in position as shown on plans. 

Exterior sheeting Asbestos Cement. 

Weatherboards (primed) available at extra cost. 

P r 'ming.—All external dressed timber, including weatherboards, 
window rrames and external doors, are given one coat of 
primer. 
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MATERIAL 


GENERAL. 


INSPECTION OF 
HOUSES 

METHOD OF 
PAYMENT: 

WHERE LAND HAS 
A FALL: 


PRICES: 


CARTAGE OF 

materials 


Triton Houses 

SUPPLIED, AND HOUSES SITE-BUILT TO LOCK-UP STAGE ANYWHERE 
IN VICTORIA AND SOUTHERN NEW SOUTH WALES 

UNLINED AND UNFITTED. 

Over 3,000 Triton Houses have been built in Victoria and Southern N.S.W. Any 
of the plans can be 'Mirror Reversed" to suit any allotment. Speed is accomplished 
by standardisation, and we offer a building service, every factor of which has been 
carefully studied and cross-checked, and is borne from long experience: the results 
are evidenced by the fact that all over Victoria there are Triton Houses. Over a 
period of years we have perfected a system of material supply, and because our 
men are carefully selected tradesmen, time of building to our specifications averages 
about three weeks only. When the job is started, the men work steadily through, 
without intermission, until the shell of the house is completed to lock up stage. 
Please read carefully, "Completion of House by Buyer," starting Page 13. 

Inspection can be arranged of any selected type or types, and so the buyer can 
see exactly what he will get. 

By mutually acceptable progress payments during the course of building as 
arranged when order is booked. 

Prices are quoted for building on reasonably level ground and BUYERS SHOULD 
MAKE A SPECIAL POINT OF ADVISING US WHEN ORDERING IF THE SITE 
HAS A FALL, for in these cases there will be an extra charge at cost price for 
the additional .foundation materials, bracing and labour involved. 

Prices are the lowest possible consistent with best building practice and really 
select materials. It should be clearly understood that the prices quoted cover the 
construction at the site of the shell of the house to lock up stage, as per our type 
numbers (which indicate the square footage) and specifications (see page 7), 
together with the internal wall framing as shown on floor plans. It should be noted 
that there is an additional charge for cartage of materials. 

Two transports at a cost of 5/6 per loaded mile each per transport, are required 
for delivery of materials for all houses, therefore, TOTAL charge is 11/- per loaded 
mile (i.e., charge is for one way only per transport). 

However, to minimise cartage charges, in the case of distant sites, it is possible 
for us to rail the whole of the framing timber and the red gum stumps, sole plates 
and ant caps to the nearest Rail Head. The Buyer is advised by wire when this 
material is on Rail, and can then arrange for it to be carted locally from the Rail 
head to his building site, and in these cases our charge is then for one transport 
only, at 5/6 per loaded mile. The Buyer pays direct the Rail and local cartage 
charges. This operation is occurrin'g continuously and functions quite smoothly 
and satisfactorily. For various reasons it is quite impossible for us to rail what 
we designate as Number 2 load, as this s made up of so many component parts, 
including joinery, that it would be quite impossible to pack and load on rail in 
such a way that speed and efficiency could be secured. We will with pleasure, 
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on request, give an indication of the cost of railing Number 1 load (framing 
timbers, red gum stumps, sole plates and ant caps). Minimum cartage 
charge, £25. 


AREA OF OPERATIONS Anywhere in Victoria or Southern N.S.W. For distances over 230 miles from Mel¬ 
bourne and up to 350 miles there is an extra charge of £50, owing to the time and 
travelling involved. From 350 miles to 500 miles the additional charge is £100. 
Where distances are only a few miles over those specified above, the extra charge 
will be made by mutual arrangement. 

INTERNAL Prices for internal lining material in all cases include supply only (not the fixing) 

LINING of Timbrock white ant proofed hardboard sheets, 14 ft. long x 4 ft. 6 in. wide, 

by 3/16 in. thickness for the walls, and Ivory Caneite white ant proofed sheets, 
i in. thickness, by various requisite sizes, for the ceilings. Prices are quoted at 
our Port Melbourne store, and are the current list prices. (Refer also page 13, 
side heading internal lining.) 


ARCHITECTURAL 

SERVICE 

PLANS 


It will be seen from a close perusal of the whole of this Catalogue, that a 
complete and carefully worked out architectural service is offered by us to 
the buyer at no charge. 

We do not charge for plans and specifications. 


SUPERVISION When work starts and the men are on the job, the total building operation, from 

start to finish, has the close attention of one of our executives, who can be contacted 
by the men day or night, thus ensuring close liaison between our office and the 
building site, so that the total job goes forward smoothly and efficiently. 

COMPLETION On pages 13 and 14 will be found a precis of the work entailed in completing the 

house ready for occupation after our portion of the work has been completed. The 
fact that over. 3,000 buyers of these house shells have brought their houses to 
completion in a reasonable time and without undue trouble indicates clearly that 
the "bogey" of house building can, if intelligently handled, present no major 
problems to those with the finance, enterprise and drive to help themselves past 
that point which exceeds our service. 

In the final analysis, the thought and drive put into the completion of the house 
results in the house 'being finished ready for occupation in a reasonable time 
and certainly at a much lower cost than that normally ruling. 


WARNING RE 
LAND PURCHASE 


HOUSE 

SQUARAGE 


Land buyers anticipating building immediately should make very sure that water 
and electric power are actually available, right at their building site. Should 
these utilities be only a few blocks away, it may be many months before the 
responsible authorities make them available. The local council surveyor's office 
will give the requisite information re the above. 

The Tvpe No. for each house indicates the squarage in square feet. The letters 
G. or S. merely indicate Gable or Skill ion . 
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UNIFORM BUILDING 
REGULATIONS AND 
COUNCIL 
REQUIREMENTS 


EXTENDABLE 

HOUSES 


STARTING 

TIME 


CLEARING SITE 


MARKING 
BUILDING SITE 


In most locations there are certain Council requirements which must be adhered: 
to in the placing of the house in relation to the boundaries. It is therefore 
necessary for us to secure from the buyer the requisite measurements in the shape 
of a rough sketch of the site, giving measurements of the boundaries and the 
position of the proposed house from the front and side boundaries. From this 
information we will draft a Block Plan in duplicate, and prepare plans and speci¬ 
fications covering the complete shell of the house, for submission by us to your 
local Council Surveyor for the issue of a Building Permit. 

It will be seen that types 642S and G have been designed for easy extension, so 
that the buyer may start with a smaller squareage, i.e., 642 square feet, and over 
a period work up to 810 square feet, with no detraction either from the workability 
of the plan or the appearance of the house. There is also available a plan (not 
catalogued) to bring type 810 up to 1,000 square feet. The minimum floor areas 
required by the Councils in the main, alternate roughly between 600 square feet 
and 1,000 square feet, all Councils, of course, requiring specifications to Uniform 
Building Regulations. Many, but not all Councils, will allow plans to be taken 
out for the total area, and, for a start, a smaller area built and occupied, although 
they will insist that the required floor area be completed within a reasonable period. 

Information regarding the various Municipal Councils' requirements may be ob¬ 
tained from our Port Melbourne Office. 

We have ample control of all materials and therefore can start work within a 
few weeks of order. 

Material delivery dates and starting times are given in good faith by us as far 
as we are able to estimate, but we shall net be liable to penalty for damages, 
either direct or indirect, for failure to deliver the materials and start work in 
estimated time. We are seldom behind schedule. Time of delivery of materials 
and starting work is contingent upon strikes, lock-outs, fires, accidents and 
delays beyond our control. 

If site requires clearing, it will be necessary for the Buyer to arrange to have it 
cleared beforehand. 

It is ABSOLUTELY IMPERATIVE to place a stick squarely on the site carrying a 
board plainly marked with the buyer's name and lot number. 


WHDTE ANT 
PROOFING 


Inn an U COp ,s 0{ golvan.se 

!3*r.3t, f ° hOOP — f» 

The ant cap ,s nailed o. t 
,he s ' um P ond the na,i heo 

covered with S0 | dcr „- 

The bearer , s then f.xed 
n. side nailing not f. 
skew -nailing 
fhe stump 



Where required by the Buyer in areas where white ants are prevalent, we will 
protect the building from ant attacks by the use of galvanised iron ant caps fitted 
over the stumps with a galvanised "U" strap attached. Nail holes are then 
soldered and into the "U" the bearer is placed and side nailed. This forms a 
rnetal barrier which the ants cannot surmount and is the method particularly 
recommended by the Commonwealth Scientific and Industrial Research Organisa¬ 
tion (C.S.I.R.Q.) . The Special Ant Caps MUST be ordered if required, when 
ordering the house, as otherwise ordinary ant caps will be automatically fitted. 

The extra charge for the above is £10. 
















PAfNTING 


OFFICE HOURS 


All external dressed timbers, including weatherboards, are given one coat of primer 
by us. We would, however, strongly stress the point that exterior painting should 
take place at the earliest possible moment. External doors, although given one 
coat of priming paint by us, should be painted at the first opportunity, making 
sure to cover well the top, bottom, and side edges of the doors. 

Allhough it is agreed that it is a matter or individual taste, it is suggested that all 
exterior timber be painted white or cream. We have found from past 
experience that a more modern effect can be gained by painting the whole of the 
exterior, including the window frames, the same white or cream colour as the 
main wall surfaces. The old-fashioned custom of picking out the windows v and 
straps etc., in a different colour tends to destroy the rhythm of the design. 

An excellent effect,- however, can be obtained by painting the front door and, in 
the cast of a gable roof, the guttering, or in the case of a ski 11 ion roof the facia 
boards, a bright colour, such as yellow. 

Asbestos cement sheets do not require painting, but their appearance is enhanced 
by such. A resin emulsion (water base) paint should be used, therefore no 
sealer or primer is required. In summer, 8 weeks, and in winter, 12 weeks 
should elapse after the sheets are fixed into position before beginning painting. 
Two coats are required to make a first class job. 

9.30 a.m. to 4.30 p.m. Monday-Friday. Appointments for discussion can be made 
for any week-day between 4.30 p.m. and 6 p.m. 
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BRICKLAYER: 


ELECTRICIAN: 


PLUMBER: 



INTERNAL 

LINING: 


Completion of House by Buyer 

Organising the completion of the house ready for occupation by the Owner is not 
the difficult job which it may appear at first glance, and so long as competent and 
reputable tradesmen are selected, no real difficulties should be met In the 
event, however of any problems arising our technical services are readily available 
.? u yers al tirne , s - n following paragraphs we have endeavoured to qive 
the buyer a working knowledge of the work to be done, the tradesmen required qnd 
the order in which they should appear on the job. 

The bricklayer should be first on the job when the framing has been completed, 
and, in fact, if he is ready to start, it is as well for him to do so before our men 
have completed The Buyer can either arrange for the bricklayer to supply both 
materials and labour, or alternatively, arrange for the supply of the bricks him- 

wv£u S T P ' y USe the labour of the bricklayer. If the site is level, approximately 
1,000 bricks are necessary for a full breasf 4 -foot chimney. Alternatively it is 
possible to purchase slow combustion heating units, with the necessary flue,' etc., 
w ich ' COL [rse, would eliminate the need for a chimney. It is a good idea to 
ave the bricklayer put in the steps for the front entrance and at the rear whilst 
he is on the job. 


The electrician can commence work immediately the roof is on. He should of 
th Ur f e, u 4- 6 care f u lly briefed beforehand regarding the number and the postion of 
6 + .P om ^ s an ° power points, and also, as to whether wiring is required for 

an e ec ric stove, copper and hot water system. The wiring only is done at this 
stage and the electrician returns when the house is lined and all mouldings fixed, 
to put in the switches, etc. 


The plumbing installation is the most expensive item in the completion of the 
house. The Plumber will handle both the cold and hot water supply, the fixing 
ot the spouting and downpipe, and effluent drains and, if the land is sewered 
the sewerage. ' 

The Plumber will arrange the tapping on the day fixed by the local Council and 
bring in the cold water supply. The hot water storage unit should be in position 
as soon as possible, as also should all the necessary internal plumbing work so 
that the lining can be put in hand without delay. As soon as the plumber'has 
completed the necessary work internally, the lining can then be commenced. 

We can, if required, supply the requisite amount of internal lining for the 
lining of the whole of the house. Timbrock Hardboard for walls and Ivory Caneite 
for ceilings. In our opinion it is desirable to place the Timbrock on the walls 
horizontally so that the walls will carry one horizontal bead only at 4 ' 6 " Where 
walls are longer than 14 ft. one careful butt join can be made vertically and 
left unstrapped. The Timbrock manufacturers' instructions re wettinq the 
sheets which are to be found on the back of each sheet should be faithfully 
carried out. This work is not very difficult and can be handled by anyone 
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INTERNAL 
LINING (Cont.) : 


PAINTER: 


SUMMARY: 


handy with tools (refer also page 10 side heading, Internal Lining). 

On the other hand the buyer may prefer fibrous plaster lining, in which case he 
should, immediately on ordering, contact a manufacturer who supplies and fixes 
the material and obtain a quotation from him. 

Immediately the electrical wiring has been installed the fibrous plaster Company 
should be advised so that they can start work. At this stage the fibrous plaster 
will be nailed into position and then left until such time as all mouldings, that is, 
skirtings, architraves, door jambs and stops and picture rails have been fixed into 
position/ This is done so that the stopping with which the joins in the fibrous 
plaster are filled to make a continuous unbroken surface will not be shaken out by 
the constant hammering when the mouldings are being fixed. The fixing of the 
mouldings should be done by a competent tradesman, since it is details such as 
these which make or mar the appearance of your completed house. When the 
mouldings have been fixed into position it is then time for the Electrician and the 
Fibrous Plasterer to return to the job and complete their work. The plumbing 
should also be completed by this time, so it is now time to commence the painting. 

Painting should be executed only after the rest of the work has been completed. 
If this is not so, it will be found that extra work will have been incurred owing 
to the fact that a certain amount of making good will be required after the 
other tradesmen. 

Immediately the order has been placed for the selected house, working drawings 
are available from us, so that quotations can be obtained, without delay, from the 
completing tradesmen. The trades should be dovetailed or overlapped as far as 
possible to make a faster job, but care should be taken to see that the lining is 
not done before the necessary electrical and internal plumbing work, and remember 
that the painting is the last job. !&• 
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raTOM \Fmm H©y§E type ioso & house type 1021 



PROMPTLY SITE BUILT 

READY T® LSYI IN 

ANYWHERE IN VICTORIA OR SOUTHERN NEWSOUTH WALES 

THERE ARK OVER 3,000 TRITON HOUSES THROUGHOUT VICTORIA AND SOUTHERN NEW SOUTH WALES 

TR1BILT PTY. LTD. 

Melbourne Office: 119-123 NOTT STREET, PORT MELBOURNE 

TELEPHONE: MJ1131 (5 Lines) 

Telegraphic Address: "Tribilt," Melbourne 

All Communications to The Manager, Port Melbourne Office 
BANKERS: 

THE NATIONAL BANK OF AUSTRALASIA LTD. 

Bay Street, Port Melbourne 
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OUTLBWI SPECIFICATIONS 

TRITON FARM HOUSE TYPE 108© & HOUSE TYPE 1021 

(To Uniform Building Regulations) 


Stumps..4" x 4" Red Gum 

Sole Plates.12" x 6" x 1 ±" Red Gum 

Ant Caps, Galvanised Iron (Special Anti-White Ant). 

Note: Undulating ground may require extra stumps, and any excess quantity will be the subject 
of an extra charge. 

Bearers, 5' centres (approx.). 4" x 3" Hardwood 

Joists (Floor), 1' 6" centres.. 4" x 2" 

Plates.;. 4" x 2" 

Studs, T 6" centres..4" x 1 ±" & 4" x 2" 

Nogging. 4" x 1 i" 


Trimrners (Hardwood) 6" x 1 i" for 6' opening, 8" x 1 i" for 9' opening 


Ceiling Joists, 1' 6" centres. 4" x li" 

Rafters, 3' centres. 4 /7 x 

Wall height — 9ft. 

Hangers . .. 8" x 1^' 

Ridge... 8" x 1±" 

Plinth, 1 row.. • . 6" x 1 " 

Fascia . . . .- • • •. H" K.D. 

Barge Boards.. K.D. 


Cover straps _: External, Asbestos Cement. Internal, moulded timber. 

Flooring _ T. & G. Kiln Dried Hardwood. 

Windows_Tribilt "Fineline" double hung windows fitted with "Unique" spiral sash balances, glazed 

fixed in position as shown on plans, and fitted with sash lifts and locks. 


Flashing — Galvanised iron. 

Glazed entrance door fitted with night latch and handle for both 1021 and 1080. 

Glazed back door fitted with mortice lock for 1 080, flush panel waterproof door for 1021. 

Flush panel waterproof doors to bathroom and laundry fitted with mortice locks for 1080, flush panel 
waterproof door for laundry for 1021 (refer plans). 

Flush panel internal doors fitted complete with all door furniture and fittings for both 1080 and 

1021 . 

Roofing — Corrugated galvanised iron. 

Exterior sheeting — Asbestos Cement sheets (weatherboards, painted, available at extra cost). 
Painting — All woodwork, both external and internal, is painted. 

See Pages and for Completion Specifications. 
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See pages 22 and 23 for Completion Specifications. 
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MATERIALS SUPPLIED AND HOUSE PROMPTLY SITE-BUILT COMPLETE 
READY FOR OCCUPATION ANYWHERE IN VICTORIA 
AND SOUTHERN NEW SOUTH WALES 
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COPYRIGHT 
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triton farm house 

/ TYPE 1080 

(1080 Square Feet) 

Tiner® are no unexpected compBicsited extras 

READY T© LIVE IH FOR £2»2S@ 

Including Slow Combustion Stove and hot water service. 

Plus cartage of all materials (23 tons) at 14/- per mile one way only. 
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MATERIALS SUPPLIED AND HOUSE PROMPTLY SJTE-BUILT COMPLETE 
READY FOR OCCUPATION ANYWHERE IN VICTORIA 
AND SOUTHERN NEW SOUTH WALES 
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TRITON 


HOUSE TYPE 

(1021 square feet) 


1021 


There are no unexpected or complicated extras 

mmY t© live m F@§i £2 9 ss© 

Including Slow Combustion Stove and hot water service. 

Plus cartage of all materials (26 tons) at 1 4/-per mile one way only. 
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V 


GENERAL 


TAXATION 

ALLOWANCE 

LINING 

ELECTRICAL: 


PAINTING 

KITCHEN: 

BATHROOM: 

LAUNDRY: 
LIVING ROOM 


The Triton Farm House type 1080 and house type 1021 conform to Uniform Building 
Regulations and are completely site built, thereby eliminating both the tremendous 
cartage costs of a prefabricated house and the stresses and strains caused by long 
cartage, they are ready to live in and the owners are not required to make any 
arrangements or do further work to make them habitable. THERE ARE NO UN¬ 
EXPECTED OR COMPLICATED EXTRAS. They can be started within three weeks 
of a firm order and, by our method of material supply and organisation, be com¬ 
pleted ready for occupation within a further four weeks. 

There is no delay in material supply and the houses are built by carefully selected 
tradesmen. When the job is started the men work right through, without intermis¬ 
sion, until completion. When work starts and the men are on the job, the total 
building operation, from start to finish, has the close attention of one of our execu¬ 
tives, who can be contacted by the men day or night, thus ensuring close liaison 
between our office and the building site, so that the total job goes torwar 
smoothly and efficiently. 

Where used as accommodation for farm labour there is a taxation allowance 
off taxable income of 20% per annum over a period of five years up to a maximum 
of £2,750. 

The Farm House and type 1021 are lined completely throughout with Timbrock 
hardboard wall sheets and ivory Caneite ceiling sheets which supply adequate 

insulation against heat and cold Both of these materials are white-ant proofed 

by the Manufacturers. 

Both the Farm House and House type 1021 are wired for electricity. The Farm 
House has eight light points, one in each room and one on each verandah, and 

five power points, two in the kitchen, ons in the living room, and one in each bed¬ 

room. House type 1021 has ten light points, one in each room and one at both 
the front and back entrances, and six power points, two in the kitchen, cne in the 
living room and one in each bedroom. 

All woodwork, both internally and externally, is painted, but not the asbestos- 
cement outer walls nor the internal lining, which need not necessarily be painted. 

Metters vitreous enamelled heavily insulated slow combustion fuel stove on fireproof 
base with built in hot water unit, together with Rototherm oven heat indicator, 
polished top, spinner draft control, splash back, and towel rail for drying. 

4 7 6" stainless steel sink with cupboards under. 

Three 4' 6" rows of storage shelving. 

Cast Iron porcelain enamei bath. 

Matching hand basin. 

Fuel bath-heater. 

Fuel copper on fireproof base, complete with flue. 

2 cement troughs. 

Open fireplace with mantel over. 
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PLUMBING 


WHITE ANT 
PROOFING 


Th« cnt cop is of golvonised 
iron with a hoop-iron strap 
soldered to it 

The ont cop is nailed, on to 
the stump and the nail-head 



DISCUSSIONS BY 
APPOINTMENT 


CARTAGE OF 
MATERIALS 


Spouting and down pipe are supplied and fixed together with 1 000 ga Ion squat 
tank in position on stand, hot water storage cylinder, supply and fixing al requisite 
piping, etc., for both hot and cold water to bath, basin, bath heater, sink, copper 
and troughs, and all hot and cold taps and wastes. 


The house is protected from white ant attacks by the use of special galvanised iron 
ant caps fitted over the stumps with a galvanised "U" strap attached. Nail holes 
are then soldered, and into the "U" the bearer is placed and side nailed. This 
forms a metal barrier which the ants cannot surmount, and is the method particu¬ 
larly recommended by the Commonwealth Scientific and Industrial Research Or¬ 
ganisation (C.S.I.R.O.). 

METHOD OF 
PAYMENT 

Payment is by way of mutually acceptable progress payments during the course of 
the work. 

AREA OF OPERATIONS 

Anywhere in Victoria or Southern New South Wales. For distances over 230 miles 
from Melbourne and up to 350 miles there is an extra charge of £50 owing to the 
time and travelling involved. From 350 miles to 500 miles the additional charge 
is £100. Where distances are only a few miles over those specified above, the 
extra charge will be made by mutual arrangement. 

We will be glad, without obligation, to supply any further particulars that may be 
required. 

If a personal discussion is desired with one of our executives at our Port Melbourne 
office, please ring MJ 1131, or write for an appointment (see Office Hours, page 
12 ). 

If desired we will have a Company Executive from Melbourne office call by appoint¬ 
ment anywhere in Victoria or Southern New South Wales. 

Two transports at a cost of 7/- per loaded mile each per transport are required 
for delivery of materials for Farm Houses and type 1021, therefore, TOTAL cnarge 
is 14/- per loaded mile (i.e., charge is for one way only per transport). 

However, to minimise cartage charges, in the case of distant sites, it is possible 
for us to' rail the whole of the framing timber and the red gum stumps, sole plates 
and ant caps to the nearest Rail Head. The Buyer is advised by wire when this 
material is on Rail, and can then arrange for it to be carted locally from the Rail 
head to his building site, and in these cases our charge is then for one transport 
only at 7/- per loaded mile. The Buyer pays direct the Rail and local cartage 
charges This operation is occurring continuously and functions quite smoothly 
and satisfactorily. For various reasons it is quite impossible for us to rail what 
we designate as No. 2 load, as this is made up of so many component parts, 
including joinery, that it would be quite impossible to oack and load on rail in such 
a way that speed and efficiencv could be secured. We will, with pleasure, on 
request, give an induction of the cost of railing Number 1 load Hranrng timbers, 
red gum stumps, sole plates and ant caps) . Minimum cartage charge, £32/10/-. 
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TRIBILT 


FINELINE WINDOWS 










TRIB1LT "Fineline" Windows offer you all the best features of modern design and are available to all window' 
buyers. Slender "Fineline" mullions give a greater glass area to allow maximum light and view. All sashes 
are double-hung with the famous "Unique" spiral sash balances, which eliminate clumsy, noisy sash weights. 

The dimensions of all Tribilt windows—whether single, double or triple—are designed to fit into walls of 
solid brick, brick veneer, or timber framing sheeted with weatherboards, cement rendering, asbestos cement 
or similar sheets produced in 3 ft. widths. 

Two lines of Tribilt "Fineline" Windows are produced. Each of these is available in single windows or in 
groups of two or of three. 

Type A, a general purpose window (in single, double and triple units) carries a sash size of 3' 1 Of". ^ Type 
L, a taller window, carries a sash size of 5 ' 9i" and in respect to both type A and type L, the width is 2' 1 Of 
(refer size chart, page 29, for frame sizes, etc.) . 


A Type "A" window, for general purposes, is normally placed so that the head of the window is level with the 
adjacent door heads. With doors of 6' 8" this gives a height from floor level of 6' 9 \“ to the top of the 
window head-lining. The height to the underside of the sill is then 2' 7"—just above the ordinary tabletop. 
However, where a window is situated over a sink, a bathroom basin, or a laundry trough, greater height is 
needed, and the window should then be set 10i" higher. This produces a harmonious relationship between 
the low-placed and the high-placed windows, since the difference of 1 Oi" allows the horizontal glass lines 
(glazing bars) to line up at about the same levels. The drawings on page 27 show this clearly. 

Tribilt "Fineline" Windows may be inspected at 119-123 Nott Street, Port Melbourne. 

Price List — see page 29. 



The appearance of asbestos-cement is frequently impaired by ill-considered strapping around the windows. 
With Tribilt Fineline Windows — designed on a 3-foot module—it becomes possible to locate the cover- 
straps on 3-foot wide wall sheets directly over the stiles and mullions (see left illustration) or centrally 
between them (as at right). In this way the rhythm of the strapping is retained. These details are, of course, 
a matter of individual taste. 
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TR.IBILT FINJELIME WINDOWS 
FRAME AMD SASH 
SECTION DETAILS. 
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TRIBILT "FINELINE" WINDOWS. 


DELIVERY 

PAYMENT 


Type A, immediate; Type L, one week. It is imperative to ring MJ 1 131 before 
picking up windows. If required, delivery can be arranged. 

C.O.D. ex Port Melbourne Store. 


INSPECTION 

INSURANCE 

GUARANTEE 

OFFICE HOURS 


Orders may be inspected before taking delivery if desired. 

All orders are covered by Insurance against damage whilst in transit from works 
to building site. 

If for any reason a Buyer is not satisfied with the goods on receipt of same, we 
will gladly refund all moneys paid in full, subject to the goods being placed on 
Rail, freight paid, and addressed to Tribilt, Melbourne. 

Monday-Friday, 9.30 a.m. to 4.30 p.m. 


HOW TO ORDER 

Please quote Catalogue numbers of the types of windows you require. Be sure to 
state your name and address clearly. 


PRICE LIST 

TRIBILT "FINELINE" WINDOW PRICES 


A1. £10 10 0 

A2. 19 10 0 

A3. 27 10 0 

LI. 13 10 0 

L2. 24 10 0 

L3. 34 10 0 


TRIBILT PTY. LTD. 

Melbourne Office: 119-123 NOTT STREET, PORT MELBOURNE 
TELEPHONE: MJ 1131 (5 lines). 

TELEGRAPHIC ADDRESS: "TRIBILT," MELBOURNE. 


Alpha Ptg. Co., 71-73 Hardware St., Melb., C.l 
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